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PRIMERS

High Adhesion | Better Image Quality

Wikoff Digital Primers
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Product Description

Purpose Application of Primer

UV Inkjet

UV primer to increase adhesion and image quality of UV inkjet

Roller Coater

UV Inkjet Primer i : i : Non-absorbent 80-95 & & é a% Blanket Coater
UV Inkjet printable and imprintable Flexo with 3.0-9.0 bcm
: : : Standard UV primer formulated with higher levels of adhesion promoter for Roller Coater
UV Inkjet Primer with added ; ;
! a dhesionl substrates with adhesion challenges MNon-absorbent 80-95 &J @J &J @J & Blanket Coater
UV Inkjet printable and imprintable Flexo with 3.0-9.0 bem
UV Inkiet Primer with Standard UV primer formulated with the highest level of adhesion Roller Coater
i hJest sdiesion promoter for substrates with the biggest adhesion challenges Non-absorbent 80-95 i& i& s%u é i& a% @3 Blanket Coater
8 UV Inkjet printable and imprintable Flexo with 3.0-9.0 bem
Roller Coater
UV pri toi dhesion and i lity of UV inkjet
UV Inkjet Primer Benzo Free primer to |ncreasre ® . sion 3 ||"nage‘ quatity e Non-absorbent 80-95 i& i& é a% Blanket Coater
WY Primers UV Inkjet printable and imprintable Flexo with 3.0-9.0 bcm
: : : Standard UV primer formulated with higher levels of adhesion promater for Roller Coater
UV Inkjet Pri th added ; ;
e . fmer with adae substrates with adhesion challenges Non-absarbent 80-95 &J @J &J @J & Blanket Coater
adhesion Benzo Free i 3 i B .
UV Inkjet printable and imprintable Flexo with 3.0-8.0 bcm
LED primer to increase adhesion and image quality of UV inkjet Roller Coater
LED Inkjet Primer P UV Inkiet printable and im fin?able ¥ ! MNon-absorbent 80-95 &J @J @J & Blanket Coater
JETPI P Flexo with 3.0-9.0 bem
White UV primer that can act as a first down white that also increases Roller Coater
White Primer adhesion and image quality of UV inkjet Non-absarbent 80-95 @J @J @J & Blanket Coater
UV Inkjet printable and imprintable Flexo with 3.0-9.0bem
Anilox
Gloss Corrugated Wat ; Dai
88 rtfga ater Seals the substrate so the UV ink can successfully cure Absarbent 55-70 &; @J @J & mpener
Primer Blanket Coater
Aquecus Tower Coater
Primer Anilox
Matte Corrugated Water . Dampener
,g Seals the substrate so the UV ink can successfully cure Absorbent 10-20 & @_. @J & pe
Primer Blanket Coater

Tower Coater
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